
Radar     125.685Mhz
Tower     118.800Mhz
Atis        128.130Mhz



Instrument Approach Procedure LINZ 
 RNP RWY 08 
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Instrument Approach Procedure Coding Table 
Linz RNP RWY 08 

Path 
Terminator 

Waypoint Course/ 
Track 
° MAG 
(° True) 

DIST 
NM 

Turn 
Direction 

Constraints 
Navigation 

Specification Remarks 
Identifier Type Flyover Coordinates Level Speed 

IF WL801 IAF no N481821.60 
E0135325.41     A4000+  RNP APCH  

IF WL802 IAF no N480822.76 
E0135415.10     A4000+  RNP APCH  

IF / TF LIDSI IAF / IF no N481322.19 
E0135350.30  

353° 
(356.8°) 

5.0  A4000+  RNP APCH  
173° 

(176.8°) 

TF WL803 FAF no N481337.91 
E0140100.50  

083° 
(086.8°) 4.8 

right 
A3000+  RNP APCH  

left 

TF RW08 MAPt yes N481357.50 
E0141014.67  

083° 
(086.9°) 6.2    RNP APCH  

TF WL623 MATF yes N481413.56 
E0141918.42  

083° 
(087.4°) 6.1    RNP APCH  

DF LIDSI MAHF yes N481322.19 
E0135350.30    right A4000+  RNP APCH  

 

RNAV Holding 

Holding 
Point 

Inbound 
Track 
° True 

Inbound 
Track 
° MAG 

Turn 
Direction 

MAX 
IAS 

Minimum 
Holding Altitude 

FT MSL / FL 
Time DIST 

NM Remarks 

LIDSI 086.8° 083° left  A4000 1 MIN   

 
 



Instrument Approach Procedure LINZ 
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SBAS FAS Data Block Coding Table 
Linz RNP RWY 08 

 

 
 

 


